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Energy-saving DD servo motor Instllation intruction
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前言 PREFACE: 
◎請依本說明書頁次按照順序安裝與調整，以確保您可以在最短時間內得到最佳運轉效果。
Please follow the instruction manual so that you get the best efficiency of the device.

萬用繩  universal tie *10

※工具包

3mm 4mm

2.5mm 1.5mm2mm

5mm

8mm7mm

Tool bag 

5mm

(二)安裝400W直驅馬達
Install 400W Direct Drive servo motor

(一)安裝電控箱、速度機座
Install the control box and speed unit

SW0939

M800專用
Only M800
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(一)安裝電控箱、速度機座
Install control box、speed unit

(A)將電控箱、速度機座鎖上桌板
Fix the control box and speed unit on the table.

1. 組裝方式 Installation measure

90°

a

b

沒此螺絲時
Without this screw situation.

踩
Step

放開
Release

2. 組裝完後，踏板測試
Test the pedal after installation.

不可過緊

踩踏板時
Release the pedal

踏板放開時
Step the pedal

3. 檢查踏板靈活度，請檢測  1  及  2 

1

2

1  . 檢查踏板是否被鎖太緊，會導致踏板卡住無法回復。

2  . 檢查角度是否過大。
Check the pedal whether it's too tight or not.  If yes, it could cause the pedal stuck and unable to be back.

Check the angle whether it's too wide.  The angle 90° is available.

Please check  1  and  2  firstly before check the flexibility of pedal.

注意!當放開踏板時要回歸。

It has to be back once
release the pedal.

Caution! 
it too close.

Do NOT keep

SW0939
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(二)安裝400W直驅馬達
Install 400W Direct Drive servo motor

M800專用
Only M800

Disassemble the original parts

Disassemble the hand wheel and cover from rear side of machine.

(A)拆下原廠配件

         (1).卸下機頭後部手輪及蓋子。

＊

＊

＊
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(3)用開口扳手將襯套固定，再用六

Fix the bushing with the open wrench and 
tighten it slightly with the hex wrench. 

角扳手將螺絲輕輕帶緊。
(4) 鎖固後，請將兩顆無頭螺絲鎖緊。

Fasten two screws after fixed.

鎖進

Locked

1

鎖固

Fixed
2

1

2

(B)組裝襯套

        (1)將襯套溝槽對齊軸心溝槽。

Install the bushing

Aim the trench at bushing and 
axle center.

將襯套溝槽對齊軸心溝槽
Aim the trench at bushing and 
axle center.

(2)請先 輕鎖 螺絲，並依照順序鎖固螺絲。
Fasten the screw slightly and following steps to

1

2

輕鎖

輕鎖

尖尾

Fasten slightly

fasten screws.

Fasten slightly

Fixed screw

M800、M700

MX5204、GN2000

EX5214

平尾
Flat screw

JY-B804、JY-B805

此為一次性零件，更換時須上潤滑油。

This is disposable part please have to apply lubricant before installation

當拆下馬達維修時，馬達裝回前須更換新塑膠鋼C型環。
Replace new POM C ring on motor after remove the motor for maintenance.

※注意:安裝時開口方向朝內
※Caution: the gap toward inside when install.
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(C)組裝馬達
   (1)將馬達軸心前方2點對齊襯套上2溝槽後鎖上車頭。

Install the motor

※EX5214需先將保護蓋拆下，才能將馬達鎖上機頭。組裝上機頭後，再將保護蓋裝回。

Aim at the front 2 point of motor axle and 2 trench of bushing and then tighten the screws on the machine head.

※The EX5214 plastic cover need to be removed first before installing the motor.
    Put the plastic cover back after installing the EX5214 motor on the machine.

請注意！請將馬達凸出部分對準放進。
Attention: Please aim at the protrude side
of motor then install it.

※當組裝馬達卡住時，需用手輕打協助馬達組裝。

during fixed motor.

※當組裝馬達卡住時，需用手輕打協助馬達組裝。

Please pat the motor slightly in order to assist to install

卡住
Fixed

2 敲打

3

卡!

碰!
Boom!

1

Locked.

卡入
Lock in.

Pat

M800專用
Only M800

Original parts
原廠螺絲

Screw
一般螺絲

M4x10

原廠擋風板
Original wind shield

M800專用
Only M800

or

此為損耗品，更換時須上潤滑油

This is disposable part please have to apply
lubricant before installation.
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調整機台 P 點位置
Adjust P position of the machine

X

1.

X

1.

2.

2.
3.

1. 在未開電時調整P點位置

2.按住       後打開電源，螢幕先顯示版次後再顯示SPoS

3.出現SPoS後按       完成P點設定(回歸主畫面)

   (再未顯示出SPoS請勿放開      )

    Adjust P point first before turn on power.

    Press SET and turn on power.  The screen would show version and SPoS. 
    (Keep pressing SET until showing SPoS)

   Press SET and finish setting P point when SPoS show up. (Back to main page)
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第二部  SECOND PART
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TBC-直驅馬達分析表
The section list of Direct-Drive motor

6

6

7

4

8

7

9

1

10

11

13

14

14

15

16

17

17

19

18

2

20

21

3

12
5

22

23

24

25

M800專用

26

Only M800

PEGASUS
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名           稱
Description

單位用量
Amt.Req.

序   號
Ref.No.

物料編號
Part.No.

1 ＊ 1擋風板

2
＊ 2原廠螺絲

3

TBC-直驅馬達分析表

4

5

6

7

8

9

12 SW0927 4圓頭十字特製螺釘 M2.5x30

SW0704 1盤型墊圈11

1

SW0411-A 2盤頭內六角螺絲

13

TBC-05 鐵氟龍O型環

14 TBC-02-01 2緩衝橡膠

15 TBC-03 1風葉

16

17

SW0516 1無頭螺絲(平尾)
18

TBC-EX5214-02 1風扇襯套

M5x10

M5x4

M6

1

TBC-SB-400 1

TBC-EX5214-01 1

轉接座

TBI-A-03 1包縫車直驅式護罩

G62 橡膠圈

SW0709-A 4彈簧墊圈(黑色) M4

SW0118 3六角承窩螺絲 M6x14

SW0172 4內六角螺絲 M4x55

Fan blade

Dish washer

Adapter seat

Hexagon socket screw

Overlock direct-drive servo motor cover

Plastic washer

Screw

Wind shield

Crossed round screw

Spring washer (Black)

Hex socket screws

M4x4

Headless screw (Flat)

The section list of Direct-Drive motor

Bushing

Rubber

Teflon ring

Inner hexagon Screw

400W直驅伺服電機 400W Direct drive motor lserro

TBC-M700-01

轉接座 Adapter seat

TBC-M800-02 風扇襯套 Bushing 1

SW0529 1無頭螺絲(平尾) M5x6Headless screw (Flat)

1

19

SW0505

SW0517

無頭螺絲(平尾)

無頭螺絲(尖尾)

1M5x5Headless screw (Flat)

1M5x8Headless screw (Tapering)

EX5214
MX5204

MX5204

EX5214

SW0547 無頭螺絲(尖尾) 1M5x6Headless screw (Tapering)

JY-B804、JY-B805
M700、GN2000

JY-B804、JY-B805
M700、GN2000

MX5204
EX5214

JY-B804、JY-B805

M800
M700、GN2000

MX5204
EX5214

M952、JY-B805

M800、GN2000
M700、JY-B804

JY-B804、JY-B805

M800
M700、GN2000

M952、JY-B805

M800、GN2000
M700、JY-B804

M952、JY-B805

M800、GN2000
M700、JY-B804

M952、JY-B805

M800、GN2000
M700、JY-B804

EX5214

TBC-15-1 1彈簧墊圈20 Spring Washer

TBC-747K-02-B 1襯套配件 t=0.5Bushing washer 

TBC-M700-02-B 1襯套配件 t=0.5Bushing washer 

MX5204 MX5204

M952、JY-B805

M800、GN2000
M700、JY-B804

M952、JY-B805

M800、GN2000
M700、JY-B804

SW0203 2半圓頭六角螺絲22 M4x8Semi-Round Hexagon Screw

TBC-A-01 1手輪網子23 Hand wheel net

BH-01 1刷子24 Brush

SW0702 2盤形墊圈25 Dish washer M4

GX5214 GX5214

GX5214 EX5214
MX5204

GX5214

MX5204

GX5214GX5214

MX5204、GX5214
M800、M952、EX5214

MX5204、GX5214
M800、M952、EX5214

TBC-EX5214-02-B 1襯套配件 t=1.5Bushing washer 

21

TBC-M800-01-A 1轉接板墊片26 Adapter seat washer

EX5214
GX5214

EX5214
GX5214

SW0914 2一般螺絲 Screw M4x10M952
M800

M952
M800

M800
M952

M800
M952

SW0228 1M6x30Semi-round hexagon screw
10

SW0229 1M6x25

半圓頭六角螺絲
GX5214

EX5214、MX5204
M700、GN2000

JY-B805

M800、M952
JY-B804半圓頭六角螺絲

GX5214

EX5214、MX5204
M700、GN2000

JY-B805

M800、M952
JY-B804Semi-round hexagon screw
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- 1

名           稱
Description

單位用量
Amt.Req.

序   號
Ref.No.

物料編號
Part.No.

810-CW控制箱

1
- 1直驅馬達拉桿

SW0939 5六角華司木頭螺釘 Hexagon washer wooden screw4

3

- 直驅馬達速度基座 -2

1

12#x1

-

-

2

3

4

電控箱速度機座-零件分析表
The section list for control box of speed unit

4

DD Motor pull rod

DD Motor speed unit

810-CW Control box

1
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馬達保養說明

※建議至少每個月清潔一次

     (1)前踩腳踏板，使馬達轉動，同時以刷子清潔手輪濾網。

Motor Maintenance Instruction

Step pedal forward for motor rotating and clean filter of
hand wheel by brush at the same time.

※Please maintain it as least once a month.

2

3

     (2)以雙手拆卸馬達防燙蓋。

     (3)以風槍清潔馬達。
Please use hand to disassemble the motor safety cover.

Please use air spray gun to clean motor.

1

Step pedal forward for
motor rotating.

前踩腳踏板，使馬達轉動
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